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- The probe was retracted toward the gel until the direct absorption

component of the tempera ture mea surement was much smaller than the temperature

component. From this reference point in the center of the laser beam and ing - the gel , measurements were made radially.

The platform was equipped with stepping motors that had a resolution

of 1.6 microns per step at the gel/water interface of the dye cell . Axial

adjustment of the probe position was accomplished with a Burleigh Inchworm R
- 

piezoelectric microdrive that had a resolution of 0. 5 microns per step.

- Tempera ture and Electri cal Measurements

A combination thermocouple-electrode was inserted into the dye cell

using the same procedure outlined for tempera ture and light measurements . The

laser was used to induce measurable temperature rises in the cell .

- 
An electrica l signal was introduced by installing a pair of wires

connected to a signal generator into the front (wa ter-filled) compartment of the

cell . In order to insure a conductive solution , 0.9 gm % saline was substituted

• for the water in this compartment and for the water used to make the gel .

RESULTS

Light Measurements in the Monkey Retina

-~ Fiber optic probes have been inserted in the monkey eye. By scanning

— the animal through the laser beam it has been possible to produce two dimensiona l

intensity profiles of the retina .

Beam scans in two dimensions have been taken with fiber optic probes

both inside and outside the eye . Figures 4 and 5 are perspective representations

f r ’ :  

_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _

_ _ _ _ _ _  
_ _ _ _ _ _ _ _ _ _ _ _  _ _  
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of beam scans at the cornea and at the retina, respectively, for Monkey 10-

22—76. Figures 6 and 7 are the respective contour plots (1. e . ,  lines of constant

light intensity , projected onto the x-y (retinal) plane) . The x and y axes

correspond to vertica l and horizontal directions , respectively , on the retina ,

and are scaled in microns . The z axes are scaled In arbitrary relative light

intensity values . Figure 8 is a perspective plot of the beam scan for Monkey

10— 27—76 , taken inside the eye .

The sizes of the beams can be determined from the contour plots . The

distance between l/e2 points (14% of peak) in Figure 7 are 1271 um in the x

direction and 927 urn in the y direction . Similarly , in Figure 6 , the l/e2 diameters

are 2373 urn in the x direction and 2776 urn in the y direction.

The fiber optic probes used Irs these scans had tip diameters of approxi-

mately 30 u r n .  The insertion site ’for all the scans inside the eye was in the

paramacular area , and the probe tip was well into the vitreous , in front of the

retina . The average number of sample points in the sca n rasters was 50 (vertical)

x 10 (horizontal) .

The exposure duration for each sample point in the scans was 250 msec ,

and the incident laser power at 514. 5 nm wavelength for the scans was as follows:

Corneal scan monkey 10-22-76: 17.4 nW

Retinal scan monkey 10-22—76: 52.3 nW

Retinal sca n monkey 10-27-76: 64.4 nW

~~ mbination Light and Temperature Measurements

Prelimina ry data were taken with combination light and tempera ture sensors 

- S ~~~ S - ’  - -  -. -~~~~~~~~~~~~~~~- - - -
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in two rhesus monkey eyes and two dye cells. Light and temperature scans

from one of the dye cells are presented in Figure 9. The probe is positioned

approximately 300 urn in front of the gel-water interface . A 0.01 second

duration laser pulse with a repetition rate of one pulse per second is directed

on the cell . The cell is rotated 25 u horizontally between each light pulse so

the probe is scanned through the laser beam. A portion of the light is absorbed

in the thermocouple junction producing a temperature increase. This direct

absorption measurement samples the beam and provides an indirect measurement

of the intensity profile with the thermocouple. The direct light probe mea sure-

ment made simultaneously with the thermocouple measurement has been fit with

a gaussian distribution with a standard deviation of 50.9 u r n  in the figure .

A comparison of temperature scans with the probe near the gel/water

interface for exposure durations of 0 .03  second and 1.0 second with the simul-

taneously sampled light probe beam scan are illustrated in Figure 10. The laser

beam had an indicent power of 10. 5 mW and a beam radius (1/e2 radius) of

102 urn. The temperature profiles are measured at radial displacements relative

to the center of the laser beam scan. At 0.03 seconds, the temperature increase

in the center of the beam at the end of the laser pulse is 10.5 ’C. At one

second, the temperature increase is 13°C. The spread of the profiles with time

illustrates the effects of heat conduction.

For the above data, plots of the ratio of the temperature profile to light

profile diameters at the 1/2, 1/3 and 1/e° points of the profiles are illustrated

in Figure 11. For example , the diameter at which the temperature was one-half
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its peak value was divided by the diameter at which the light intensity was

one-half its peak value as a function of time. Note that the temperature profiles

spread with time relative to the fixed Intensity profile . The thermal model

was used to predict tempera ture for the measured light intensity profile. The

ra tios of model tempera ture diameter to light intensity diameter appear as curves

in Figure 11. The model-predicted peak temperatures for the given light intensity

profiles are 20 .5 ° C for the 10 second exposure , 19.4 ’C for the one second

exposure , 13.4°C for the 0.03 second exposure , and 10.1 ° C for the 0.01 second

exposure.

Not shown in Figure 11 are the ratios of beam scan diameters . With

the probe in the non-absorbing layer , direct absorption intensity profiles were

within 1 • 2 percent of light intensity profile diameters over the entire profile for

data from two dye cells and two monkey eyes.

Combination Electrode - Therm ocoup~~

The combination pipette thermocouple-KC1 electrode mea sured simultaneous

tempera ture rise and electrica l activity in the dye cell. The tempera ture rise

was induced by irradiating the cell with the Argon laser. There was a small

amount of crosstalk of the electrica l signal onto the thermocouple. For a 40

millivolt signal at the electrode amplifier input , the crosstalk was 5 u volts on

the thermocouple input . This crosstalk represented less than 0. 2 5 C  artifact

in the thermocouple measurement. For signals on the order of a few millivolts ,

the crossta lk was negligible .
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Although a triple measurement was not made with this probe , the KC1

inside the pipette was observed to pipe light.

DISCUSSION

The fiber opti c permits measurement of low level light at the retina .

The probe provides a means of measuring the intensity profile at the retina as

illustrated in Figures 5 and 7. With smaller probes it should be possible to

measure point and line spread functions for the eye . By using a more sensitive

photodetector with the probe , we believe the fiber optic can be used to measure

the percent of light at various depths in the P .E. and chorold.

The simultaneous measurement of light and tempera ture signals makes

possible meaningful direct comparison of conduction and light absorption . The

actua l beam distribution at the axial position at which tempera ture is measured

provides data which are not available using only the thermocouple as both a beam

scan device and a temperature measurement tool . For long exposure durations

with the probe positioned in absorbing media , the direct absorption of radiation

in the thermocouple may only be a small percentage of the tota l tempera ture

increase. Typically, for a 10 second exposure in the eye which results in a 20 ’C

increase in fundus temperature , the direct absorption component is less than 0 .5 ° C.

The components may be separated into temperature ribe and direct absorption , but

only with some difficulty . A beam sca n for these exposures taken from the direct

• absorption component is not reliable since the system noise is of the order of a

few tenths of a degree.
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4b
A few thermocouple scans and separate fiber optic scans have

measured the beam intensity in the retina . The thermocouple was positioned

100 um or more in front of the absorbing layers of the fundus and short dura tion

exposures (0.01 seconds) were employed to achieve reliable measurements.

As the thermocouple was withdra wn toward the pigment epithelium , the measure-

ment of the scan became less reliable because of conducted heat which arti-

factually spread the profile. Although good agreement between separate fiber

optic and thermocouple profiles was obtained at positions anterior to the pigment

epithelium , no reliable comparisons were possible for the probe at the position

of highest temperature increase.

The fiber optic-thermocouple combination could solve this problem by

allowing the simultaneous measurement of light distribution and temperature

very near the absorbing layers. The combination probe verifies the ability of

the thermocouple to measure image distribution near the retina of the absorbing

layer in the dye cell (see Figure 9). The 1. 2 percent agreement between the

two scans from the simultaneous measurement provides a validation of the

thermocouple beam scan method .

Simultaneous scans also provide a meaningful direct comprison between

the size of the temperature field and the light distribution. A comparison

between the diameter of the temperature field and the image diameter at various

points provides a simple comparison of conduction between the experimenta l
0

prepa ration and the model predictions for various times of exposure. The data

indicate a reasonable fit between model and experimenta l tempera ture field to

light intensity diameter ratios. The effects of boundary conditions on the model ,
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blood flow effects in the model and experimental pr eparation and absorption

pa rameter effects are possible with this combination probe.

Since pipettes pulled to diameters of 4 urn or less have been filled

• in our laboratory with coupling fluid , much smaller thermocouple-light probes

may be constructed using these techniques. The thermocouple may be used to

locate the position of peak temperature relative to the interface between

ab sorbing and non-absorbing media . The light measurement capability makes

possible the location of the interface for this measurement.

The combination electrode-thermocouple constructed on a small diameter

pipette will allow temperature measurements in the non-absorbing neural

layers for comparison with rate process models of damage. The localization
‘S of potentials in the retina will allow a ccurate location of the thermocouple in

the neura l layers . Measurements of temperatures at known positions in the

retina will allow more a ccura te descriptions of the extent of axial and radial

damage in the neura l layers of the retina when coupled with microscopic evalua-

tion techniques.

Since the KC 1 electrode was also observed to pipe light , it should be

possible to ma sk the thermocouple with a highly reflective coating such as

silver and thus reduce the direct absorption arti fact in the thermocouple mea sure-

ment.

Severa l configurations for the simultaneous mea surement of light ,
0

temperature and electrical activity are possible . One possibility is a KC 1

electrode-thermocouple with a long salt bridge which takes advantage of the

ability of KC1 to pipe light . Another configuration is the combination light pipe
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and thermocouple with ma sked silver-silver chloride deposited over the

thermocouple . A third alternative is a two barralled pipette with one barrel

as a light pipe and the other a KC 1 electrode.

Oth er possible electrode configurations include the insertion of a

platinum wire into the pipette for the measurement of electrical potentials ,

gas partial pressures and tempera ture ,

CONCLUSIONS

Combination probe measurements in living eye s and dye cells present

several distinct advantages over previous techniques. Some important

measurements made possible with the use of combination probes include:

• 1) Direct measurement of light distribution at the pigment epithelium layer

in the ocular fundus. This measurement may be used to validate the thermal
~ 

S

and rate process models for the prediction of damage following laser exposure .

2) MeaSurements of light absorption in vivo in the eye should be possible.

Axial absorption measurements will be of great value to the improvement of

the thermal model .

3) The position of the thermocouple may be determined more accurately tha n

previously possible with the aid of the light or electrica l measurement capability

of the probe.

4) Direct measurement of conduction may be made by comparing light and
0

temperature scans • The “ spread” of the temperature field relative to the image

distribution at a given axial position in the fundus is possible with the light

probe-thermocouple combination.

.
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5) The electrode-thermocouple combination will allow measurement of temp-

• 
era ture fields at a known position in the neural layers of the fundus. Measure-

ment of the tempera ture field in these layers will provide data for model

validation and damage prediction.

•

I -
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